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IBR
_Sﬁs_ LABORATORIES  TEST REPORT

IBR JN: 22699 Performed for: Shatkin First LLC
Customer Contact: Kim Wiesmore
Test Date: 11 September 2020 Customer Location: Amherst, NY

Test Method: NIOSH TEB-APR-STP-0059 Initial Filtration Efficiency with Airflow Resistance

Sample Description: White, non-powered respirator, Shatkin F.I.R.S.T.,PESF-N95H
Sample Source: Shatkin First LLC - Amherst, NY
Date Received: 19 Aug 2020

Fluid: Air

Flow rate: 85 +2 Ipm

Contaminant: NaCl Aerosol Count Median Diameter 0.075 + 0.020 um (Neutralized)
All testing conducted within the required temperature and humidity ranges

Airflow Resistance Particle Filtration
(mmH20) Penetration| Efficiency
Sample ID Inhalation | Exhalation (%) (%)

7'22699-10

CFR 42 84.180 and 181 requirements
Filtration Efficiency: 295%
Inhalation Resistance: <25 mmH20
Exhalation Resistance: <35 mmH20

Modifications to the test: Initial Efficiency Only
Notice: These data relate only to the samples tested. This report may be copied only in its entirety.
Performed By: NML Data Location: NML-06

Reviewed by: M

Daniel R. Miller, Air Labs Manager
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